
An adhesion promoter for Polypropylene Plastic substrates.

P
o

ly
p

ro
p

 P
ri

m
e

r

141



142142142142142142142142142142142142142

DESCRIPTION: An adhesion promoter for Polypropylene plastic substrates.

CODE: METALUX CV Polyprop Primer, 9121

COLOUR: Grey Metallic

VISCOSITY: Ready for Use.

APPLICATION: 1-2 wet coats (5 micron) 4 BAR

FLASH: 15 minutes @ 25oC

OVERCOAT: Between 15-30 minutes

HEALTH & SAFETY: Flammable - keep away from sources of ignition. No smoking. Do not breathe in spray. In 
case of insufficient ventilation, wear suitable respiratory equipment.

Polyprop Primer

1-2 coatsReady for Use 15mins 
@ 25oC
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Overcoat after 15mins/
before 30mins



Multi-purpose, medium-solids hardeners in the Metalux CV 
2K Car Refinish range are available in express, fast and 
medium hardener speeds. Suitable for spot repairs, panel 
repairs and total resprays.
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DESCRIPTION: Multi-purpose, medium solids hardeners in the Metalux CV 2K Car Refinish Range.

PRODUCTS AND 
ADDITIVES:

METALUX CV 2K Hardener Express 9130 / Fast 9131 / Medium 9132

Options: 
METALUX CV 2K Hardener Express: Suitable for panel repairs and spot repairs
METALUX CV 2K Hardener Fast: Suitable for panel repair and total resprays
METALUX CV 2K Hardener Medium

Can be used in: 
METALUX CV 2K 5:1 Primer
METALUX CV 2K Clearcoat
METALUX CV 2K Polyurethane

BASIC RAW MATERIALS: Poly-isocyanate resin

MIXING RATIO: Topcoats: 
100 parts of unthinned paint
50 parts of Metalux CV 2K Hardener
10-20 parts of Metalux CV 2K Thinner
Use Mixing stick. 

oC
Metalux CV Clearcoat 

9110 and Solid Colours
Metalux CV 

5:1 Primer 9120

35oC Medium Hardener 9132
9132

Medium Hardener

Slow Reducer 9118
9116

Normal Reducer

30oC Medium Hardener 9132
9132

Medium Hardener

Normal Reducer 9116
9116

Normal Reducer

25oC Medium Hardener 9132
9132 

Medium Hardener

Normal Reducer 9116
9116

Normal Reducer

20oC Fast Hardener 9131
9131

Fast Hardener

Normal Reducer 9116
9116

Normal Reducer

15oC Fast Hardener 9131
9131

Fast Hardener

Fast Reducer 9117
9117

Fast Reducer

10oC Express Hardener 9130

Hardeners
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Specially formulated solvent designed for dissolving edges 
of fade-out areas invisibly into the background in the process 
of spraying topcoats (making spot repairs).
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DESCRIPTION: Specially formulated solvent designed for dissolving edges of fade-out areas invisibly 
into the background in the process of spraying topcoats (making spot repairs).

PRODUCTS AND 
ADDITIVES:

Metalux CV Blend Thinners 9119 can be used in Metalux CV 2K Clearcoat & Metalux 
CV 2K Enamels.

APPLICATION PROCESS: Follow fading out of the above products, the fade-out area can be resprayed 
immediately with pure 9119. 

Perform this in two steps:
- Respray the fade-out area sparingly with the 9119
- Immediately thereafter (after 10-15 seconds), respray again with 9119

Blend In Thinners
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Keep Thinners sealed 
when not in use



2K Thinners offer a great variety of applications within the 
range of Metalux CV, range of car refinishes.

Fast: 		  For spot and panel repairs.
Normal: 	 For treatment of large vehicles within 		
		  the temperature of 20 - 25ºC.
Slow: 		  For treatment of large vehicles within 		
		  the temperature range of 25 - 40ºC.
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DESCRIPTION: 2K Thinners offer a great variety of applications within the range of Metalux CV, range 
of car refinishes.

PRODUCTS AND 
ADDITIVES:

METALUX CV 2K Thinners Fast 9117: For spot and panel repairs
METALUX CV 2K Thinners Normal 9116: For treatment of large vehicles within the 
temperature of 20-25oC
METALUX CV 2K Thinners Slow 9118: For treatment of large vehicles within the 
temperature of 25-40oC

BASIC RAW MATERIALS: Various Solvents

MIXING RATIO: Adhere to mixing ratios specified in the technical data sheets of the above products.

2K Thinners

148

Keep Thinners sealed 
when not in use



Chemspec Metalux CV Accelerator has been formulated as an 
additive to the Metalux CV 2K System to speed up the initial 
cure of the product. It is ideally used at low temperatures or 
when small touch up requires a faster cure.
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Accelerator

2-5%

DESCRIPTION: Chemspec Metalux CV Accelerator has been formulated as an additive to the Metalux 
CV 2K system to speed up the initial cure of the product. It is ideally used at low 
temperatures or where small touch up requires a faster cure.

CODE: METALUX CV Accelerator, 9140

MIXING RATIO: Add 2-5% of Metalux CV Accelerator (1-3 caps) to the base. Metalux CV 2K solid 
colour or clear before the addition of the hardener - for 1 litre.

POT LIFE / GEL TIME: The pot life of Accelerator and catalyzed product will be reduced by 50% @ 25oC

WARNING: Use only under guidance from a technical representative.

HEALTH & SAFETY Flammable - keep away from sources of ignition. No smoking. Do not breathe in spray. In 
case of insufficient ventilation, wear suitable respiratory equipment.
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A clear solvent combination used for the removal of
grease, oils and foreign substances before painting.
Specifically designed to evaporate at the correct rate when 
used correctly.
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Degreaser

DESCRIPTION: A clear solvent combination used for the removal of grease, oils and foreign substances 
before painting. Specifically designed to evaporate at the correct rate when used 
correctly.

CODE: METALUX CV Degreaser, 9141

PROCESS: Use a clean free rag to apply. Do not place rag on opening of container as 
contamination could occur. Pour Metalux CV Degreaser onto rag into a separate 
container and use from this container and then discard. Wipe in one direction with rag 
soaked in Metalux CV Degreaser. Follow up with a separate clean rag in the same 
direction. Clean article in sections - not all at once.

HEALTH & SAFETY: Flammable - keep away from sources of ignition. No smoking. Do not breathe in spray. In 
case of insufficient ventilation, wear suitable respiratory equipment.
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Wipe in one direction only.
Clean article in sections.



Specifically formulated solvent blend designed to prevent 
the build up of static. Recommended for use on substrates 
prone to static build up eg. Polypropylene.
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Anti-static Degreaser

DESCRIPTION: Specifically formulated solvent blend designed to prevent the build up of static. 
Recommended for use on substrates prone to static build up eg. Polypropylene.

CODE: METALUX CV Anti-static Degreaser, 9144

PRODUCT: Solvent blend.

REQUIRED MATERIALS: METALUX CV Degreaser, 9141
METALUX CV Anti-static Degreaser, 9144

PROCESS: Clean thoroughly at least 3-4 times, each time using fresh Metalux CV Degreaser to 
ensure that the surface is clean and free of contamination. Use a clean rag to apply. 
Do not place rag on opening of container as contamination could occur. Pour Metalux 
CV Degreaser onto rag or into a separate clean container and use from this container 
and then discard. Wipe in one direction only. Follow up with a separate clean rag in the 
same direction. Clean article in sections - not all at once. Once substrate is thoroughly 
dry, repeat with Anti-static Degreaser in the same manner using a clean cloth.
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Wipe in one direction only.
Clean article in sections.



Chemspec Metalux CV Flex Additive is a clear to be used 
to increase the flexibility of certain selected products of 
application to flexible and rigid plastics.
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Flex Additive

DESCRIPTION: Chemspec Metalux CV Flex Additive is a clear to be used to increase the flexibility of 
certain selected products of application to flexible and rigid plastics.

CODE: METALUX CV Flex Additive, 9142

APPLICATION: A. Priming with Metalux CV 5:1 Primer 9120
Mix Flex Additive 9142 into the Base Primer 9120 in the ratio of:
- 10% for rigid plastics and
- 20% for flexible plastics
Before the addition of the selected hardeners 5:1 and thinners.

B. Metalux CV Basecoats
Apply in the normal procedure with no Flex Additive.

C. Metalux CV 2K Clearcoat
Mix Flex Additive 9142 into the above bases in the ratio of:
- 10% for rigid plastics and
- 20% for flexible plastics
Before the addition of the selected hardeners 2:1 and thinners.

HEALTH & SAFETY: Flammable - keep away from sources of ignition. No smoking. Do not breathe in spray. In 
case of insufficient ventilation, wear suitable respiratory equipment.
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Keep Thinners 
sealed when 

not in use

Primer:
10% rigid plastics

20% flexible plastics

Basecoats:
No Flex Additive

Clearcoat:
10% rigid plastics

20% flexible plastics



Chemspec Metalux CV Matting Base is a specially formulated 
product designed only for the Metalux CV 2K range of 
products.
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Matting Base

2:1 Hardener

DESCRIPTION: Chemspec Metalux CV Matting Base is a specially formulated product designed only for 
the Metalux CV 2K range of products.

CODE: METALUX CV Matting Base, 9143

APPLICATION: Add the required amount of matting base and stir in thoroughly, add the selected 
hardener 2:1

MIXING RATIO: - Matt 600ml / 1L of Metalux CV 2K 60%
- Semi Matt 500ml / 1L of Metalux CV 2K 50%
- Sheen 300ml / 1L of Metalux CV 2K 30%

HEALTH & SAFETY: Flammable - keep away from sources of ignition. No smoking. Do not breathe in spray. In 
case of insufficient ventilation, wear suitable respiratory equipment.

158

Matt 60%
Semi Matt 50%

Sheen 30%



Chemspec Metalux CV Anti-Silicone Solution has been 
formulated to eliminate fish eyes. It can be added to Metalux 
CV 5:1 Primer or Metalux CV coloured topcoats when 
required.
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Anti-Silicone Solution

10% into final 
mix

DESCRIPTION: Chemspec Metalux CV Anti-silicone Solution has been formulated to eliminate fish eyes. 
It can be added to Metalux CV 5:1 primer or Metalux CV coloured topcoats when 
required.

CODE: METALUX CV Anti-silicone Solution, 2008

BASIC RAW MATERIALS: Silicone and solvents.

MIXING RATIO: Add one capful (15ml) to a 1.5 litre mix (i.e. 1 litre Metalux CV Base + 1/2 litre 
Metalux CV Hardener).

WARNING: Use carefully and sparingly as per instructions. Excessive use will affect the entire paint 
shop.

HEALTH & SAFETY: Refer to text on label. Is a skin and eye irritant. In case of accidental contact with the 
skin or eyes, rinse immediately with plenty of water and seek medical attention. Store in 
a cool place and keep out of reach of children. Keep container closed when not in use.
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